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X14 Series Female Threaded Three-Way Plug Valve
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Model: X14W-1.0 / X14W-1.0P / X14T-1.0

Specification: DN15-DN100

Nominal pressure: PN1.0

Applicable medium: Gas, oil, nitric acid, acetic acid

Applicable temperature: < 100°C

Valve body material: Cast copper, cast iron, stainless steel, cast steel
Connection method: Female thread (Internal thread)

drive method:Manual
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X14 Series Female Threaded Three-Way Plug Valve Product Diagram
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Overview
The X14 series female threaded three—way plug valve is a type of valve that switches, distributes,
opens, or closes fluid passages through the rotary motion of a tapered or cylindrical plug. The

valve adopts a three-way structure, with L-shaped or T-shaped medium flow ports provided on the
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plug. By rotating the plug 90 or 180 degrees, the flow ports align with or become offset from

different passages of the valve body, thereby achieving flow direction change, merging, or
diverting. The valve stem is integrally or fixedly connected to the plug. During operation, the
stem and plug rotate synchronously without any 1ifting motion. Packing sealing is provided between
the stem and the valve body to ensure reliable external sealing. Both ends and the side port of
the valve body adopt female threaded connections, which can be directly connected to external
threads of pipelines, making installation and disassembly convenient and suitable for small and
medium—diameter pipeline systems. The valve relies on precise fit and lubrication or resilient
sealing materials between the plug and the valve body sealing surfaces to achieve sealing, offering
low operating torque and stable sealing performance. With a compact structure, it is widely used
in pipeline systems handling water, oil, gas, and other non—corrosive or mildly corrosive media

for flow direction switching or distribution purposes.
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1. Female Threaded Connection for Easy Installation: Both ends and the side port of the valve
body adopt female threaded connections, which can be directly connected to external threads of
pipelines, making installation and disassembly convenient. Suitable for small and medium—diameter
pipeline systems without the need for flange welding

2. Three—Way Switching with Flexible Flow Path: L-shaped or T-shaped flow ports are provided on
the plug. A 90—-degree or 180-degree rotation of the plug completes flow direction change, merging,
or diverting, providing rapid operation. Various flow control modes can be achieved according
to process requirements

3. Reliable Sealing Performance: The sealing surfaces of the plug and valve body can be
precision—lapped or lined with resilient materials such as PTFE, achieving excellent sealing
effect with self-lubricating properties and smooth operation.

4. Corrosion and Wear Resistance: The valve body and plug can be made of carbon steel, stainless
steel, brass, alloy steel, or other materials depending on the medium. Sealing surfaces can be
hardened (e.g., hardfacing with cemented carbide, nitriding, etc.), providing wear resistance

erosion resistance, and long service life

5. Non-Rising Stem Design, Compact Installation Height: The stem and plug rotate as one unit without
axial movement, resulting in a low overall height, suitable for pipeline systems with limited

installation space
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6. Bidirectional Sealing, No Flow Direction Restriction: The valve is designed for bidirectional
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sealing with no strict requirement on flow direction, offering greater installation flexibility.
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X14 Series Female Threaded Three-Way Plug Valve Structural diagram

FEAELZ TR BLE List of Component Names and Materials

¥ 5/No. | 4Fr/name #1kl/material
) B, k. RN, #54M/Cast copper, cast iron, stainless steel, cast
1 /@4 /valve body
steel
B, k. BN, $54/Cast copper, cast iron, stainless steel, cast
2 FEF/Plug
steel
3 I RH/Packing AR . 85k, 5N, 454N/Cast copper, cast iron, stainless steel, cast
steel
4 IR} E 25 /Packing gland IR AR . M4 S2/0il-impregnated asbestos packing, flexible
graphite

MEEETEFR Performance Specification Sheet

T REINVEZR Performance Specification Sheet

AFRIE 77 Nominal Pressure

B RG4S K /7 Strength test pressure

2 EHA 5 & ) Sealing test pressure

i& FIE % Applicable Temperature

1.0
1.5
MPa
1.1
<100 C

AMFERSHAREEER

1. WM ETZ GB/T12221 HbriE

Standard requirements for external dimensions
1. The structural length of the valve shall comply with the standard of GB/T12221

HME R~ Outline dimension table
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NFRIETZ Nominal EWELT pipe R ~F measurements (mm)

diameter thread H L h o8
DN G
15 1/2 117 85 30 12
20 3/4 126 90 34 16
25 1 160 110 42 18
32 11/4 176 130 48 18
40 11/2 210 150 64 26
50 2 238 170 76 28
65 21/2 250 220 80 30
80 3 340 250 115 38
100 4 350 300 125 42
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Part 1: Installation Instructions

1. Preparation before installation

Verification: Check the valve nameplate to confirm that the nominal pressure, nominal diameter, and body

material (typically cast steel, stainless steel, brass, or alloy steel) meet the design requirements. Inspect

the sealing surfaces of the plug and valve body for scratches or corrosion. Confirm that the L-shaped or

T-shaped flow port matches the process requirements. Check that the female threaded connections are

intact.

Pipeline Preparation: Before installation, the pipeline system must be thoroughly purged or flushed to

remove weld slag, rust, oil, and other debris, preventing foreign matter from entering the valve cavity and

damaging the sealing surfaces between the plug and valve body. The external threads of the pipeline

shall be clean and intact, free from burrs or damage.

Orientation and Position: The X14 series valve has a three-way structure. Before installation, confirm the

required flow direction change or distribution mode (L-shaped for diverting, T-shaped for merging or

splitting). For ease of operation and maintenance, horizontal installation is recommended with the valve

stem in a vertical upward position. The handwheel should face a direction convenient for operation. When

connecting the female threads of the valve ends and side port to the external threads of the pipeline,

ensure proper thread alignment to avoid skewing.

=, wRIE

EESNH: FIOHERTIRNEEIMEL, FORIRSCE RN T, EEESRAT ST B A IR AT A 58 AT 12

R CVRA . FERAE AT A BREOER RN HGE R HAR (RIS 0 R BB B .

Hodik: AE AL EM T RILATE =M T X AR 15 HiE: 0577-67038872 {5 E: 0577-67198981 HE4m: 325100


https://www.kaiweixi.com

VALVE GROUP eiveint talve oo

T AEAD el smiestiapraiad. oo
PrERERE. @R ESCEN BRI SRR EBRME, W& b, 538 R EET R4 .
(SININRS = S Ueet ol |05 - Ak =8 N 7 Y VA= WA ﬁ&%m A TR AR 2
XHEHER: MNTROREERBRKNIRIURIER, HAEEMSLCHE, @0 RARZHINERE. Nl
PEIBATIRES, BBHEIRT 8L DV TE 226 I 7038, T AT I 1) 4 BE A D) 3 e a1k

2. Installation process

Connection and Alignment: Manually screw the valve onto the external threads of the pipeline, ensuring
natural thread alignment. Forced wrenching or the use of extended levers for forced connection is
prohibited. Do not use the valve stem or handwheel as load-bearing points. Appropriate sealing materials
(such as PTFE tape or sealant) shall be used for threaded connections.

Location Selection: The valve should be installed at pipeline sections where flow direction change,
merging, or diverting is required, such as equipment inlets/outlets, branch pipelines, or circulation
systems. The valve shall be positioned as close as possible to the equipment to be controlled to minimize
pipeline length. Sufficient space shall be reserved for operation and maintenance.

Supports and Instruments: For large-diameter or heavy female threaded plug valves, independent
pipeline supports are required to prevent additional bending moments on the valve body. To monitor
operating status, it is recommended to install pressure gauges on each inlet and outlet pipeline of the
valve to evaluate valve sealing performance and switching accuracy.
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Part 2: Instructions for Operation and Use

[. Initial Commissioning

Venting and Filling: Slowly open the system medium inlet valve. Open the vent valve at the high point of
the valve (if available) and close it after a continuous and stable flow of medium emerges, ensuring that
air in the valve cavity is completely expelled.

Leak Check and Observation: Raise the pressure to the working pressure and check for leakage at the
valve-body connections (threaded connections) and valve stem packing. Record the initial operating
torque as a baseline value. Observe and confirm that there is no internal leakage at each switching
position.

II. Operation Monitoring and Handling

Torque Monitoring (Basis for Scientific Maintenance): Regularly record the operating torque when
opening, closing, or switching the valve. A significant increase in torque indicates possible sticking,
foreign matter obstruction, or over-tightened packing on the sealing surfaces, which should be inspected
and addressed promptly. Forced operation is prohibited.
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Switching Operation: Rotate the handwheel slowly when opening, closing, or switching the valve. The

X14 series three-way plug valve achieves flow direction change, merging, or diverting by rotating the plug
90 or 180 degrees. A distinct limit feel should be present at each switching position. Do not over-torque
when reaching the end position. For valves remaining in a fixed position for extended periods, a full-stroke
switching operation is recommended once per month to prevent sticking or scaling between the plug and
valve body sealing surfaces.

Periodic Inspection: For valves used intermittently, regular switching operations are recommended to
confirm that the valve is flexible and reliable, and that each channel switches accurately.
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Part Three: Maintenance and Care Instructions

I. Routine and Periodic Maintenance

Visual and Leak Inspection: Perform regular inspections to check for rust, cracks, or leakage at the valve
body, threaded connections, and valve stem packing gland. If slight external leakage occurs, evenly
tighten the packing bolts as appropriate.

Instrument Maintenance: Ensure that pressure gauges on each inlet and outlet are accurate and
responsive.

Operational Flexibility Check: Regularly (e.g., monthly) perform a full-stroke switching operation of the
valve to confirm smooth rotation, no sticking, and accurate channel switching.

II. Plug Seal Maintenance (Core Procedure)

Safety Isolation and Depressurization: Close the shutoff valves on all inlet and outlet ports of the valve.
Slowly open the downstream drain valve or system vent. Ensure that the valve cavity pressure drops to
zero and no medium flows out before proceeding with subsequent operations. For high-temperature
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media, allow the valve body temperature to cool to ambient temperature before working.
Disassembly of Packing Gland or Valve Cover: Use appropriate tools to evenly and diagonally loosen and
remove the packing gland bolts or valve cover bolts. Protect the sealing surfaces from scratches.
Removal and Inspection of Plug: Carefully remove the plug (if of a removable design). Inspect the plug
and valve body sealing surfaces for scratches, corrosion pits, spalling, or foreign matter adhesion. Check
whether the L-shaped or T-shaped flow ports are unobstructed. Check whether the packing has aged,
hardened, or lost elasticity.
Cleaning of Sealing Surfaces: Wipe the sealing surfaces with a soft cloth and cleaning agent to remove
scale, rust, or adhered matter. For minor wear, use specialized lapping tools for restoration. Do not strike
or scratch the sealing surfaces with hard tools. The flow ports should be blown clean with high-pressure
water or compressed air.
Inspection and Replacement of Sealing Components: All old packing and gaskets must be replaced. For
soft-sealed valves with PTFE or similar liners, check whether the liner is deformed or damaged and
replace if necessary.
Reassembly and Testing: Properly reposition the plug, ensuring that the sealing surfaces are clean and
that an appropriate amount of lubricant (if required) is applied. Pay attention to the alignment between the
plug flow port and the valve body passage. Evenly and symmetrically tighten the packing gland bolts or
valve cover bolts. The plug shall rotate smoothly without sticking, and each switching position shall have
accurate limit feel. After reassembly, perform a sealing test to confirm no internal or external leakage.
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MR ™ #/Valve fails _ 3. IHUEEE, EFRRY. /1. Disassemble
scratching of plug and valve body . .

to close completely; . and inspect sealing surfaces; perform

) sealing surfaces. )

severe internal ] lapping or replace the plug.
2. Deformation or damage of soft )

leakage 2. Replace the seal liner.

seal liner (e.g., PTFE).
3. Foreign matter stuck between
sealing surfaces.

3. Clean sealing surfaces to remove foreign
matter.

1. HURHRREAA S o

2. HRIEEA U

W FT R A 3. TR EE k. /1. Packing
/External leakage at | bolts loose.

valve stem packing | 2. Packing aged or worn.

1. BI5uir B IRHR AR .

2. M 5 SRR

3. BESFEHIEFF. /1. Evenly tighten
packing bolts.

2. Depressurize and replace packing.

3. Valve stem surface scratched or )
3. Repair or replace the valve stem.

corroded.
EREHAE R, Hh | 1. KWIRERME, FHEHmANESRSYE. | 1. mANEEASGEREET, KEKIES
IR ¥fE/Excessive 2. R EAE . R o
operating torque; 3. WA (i, &) o | 2. &SRR 5
difficult rotation /1. Long period without operation; 3.kl THRGEMR, LEREHRE]. /1.
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sealing surfaces stuck or scaled. Inject lubricant or clean sealing surfaces;
2. Packing compressed too tightly. rotate repeatedly until smooth.

3. Valve body or plug deformed (e.g., | 2. Slightly loosen the packing gland.
due to overheating or overpressure). | 3. Check if operating conditions exceed
limits; replace valve if necessary.
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180°) .

2. JRFEIIE 5 IR A I TE A A 2 o 1. e ZE e i B4

3. ENPRARE BIABHE B /1. Plug | 2. JFiiR I B X A

not rotated to specified position (90° | 3. AF e H #RA7%EE . /1. Confirm plug
or 180°). rotation is fully engaged position.

M YRAER (=
IR
/Inaccurate flow
switching (three-way

function abnormal) 2. Misalignment between plug flow 2. Disassemble, inspect, and realign.

port and valve body passage. 3. Adjust or replace the stop device.
3. Positioning stop device loose or
worn.
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3. Long term disuse and storage

For valves taken out of service for extended periods, place them in a partially open position
(approximately 15° to 30° open) or as recommended by the manufacturer to prevent long-term
compression sticking of the sealing surfaces. Close all inlet and outlet valves of the system, and drain any
trapped pressure and liquid from the valve cavity.

Apply rust preventive treatment (e.g., anti-rust grease) to exposed valve stem surfaces, threaded
connections, and other machined surfaces.

Cover all inlet and outlet ports of the valve with plastic caps to prevent dust and foreign matter from
entering the valve cavity.

Store in a dry, well-ventilated indoor location. Outdoor storage is not permitted. Protect from moisture and
mechanical damage.
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Thank you very much for reading!
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Kaiweixi Valve Group Co., Ltd

Address: No.1 Linxia Road, Sangiao Industrial Zone, Oubei Street, Yongjia
County, Wenzhou City, Zhejiang Province

Phone:+86 (21) 67038872

URL: https://www.kaiweixi.com

F-mail: zco@kaiweixi.com
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